
Name of Work:-   Estimate of proposed 
construction  of “Hostel Building “                    
                            for Mauli Seva Pratishthan, at 

Dehre, Tal – Nagar,Dist–Ahmednagar.

ESTIMATE

No ITEM QUANTITY  RATE UNIT AMOUNT
     
   1  Excavation for foundation in Hard 

Murum including removing the 
excavated material & stacking and 
spreading as directed. (Up to 1.50 M)

160.45 180/- Cum 28,881.00

    2 Providing dry trap / granite / quartzite 
/ gneiss rubble stone soling 23 mm 
thick including Plum Concrete 1:2:4 
and compacting complete

23.67 3200/- Cum 75,744.00

   
   3 Providing and laying in situ CC 1:4:8 

of mortar for foundation and bedding 
including de watering form work 
compacting and curing etc. complete.

7.89 4250/- Cum 33,532.50

  
   4 Providing & laying in situ C.C. 1:2:4 of 

trap metal for R.C.C. work in 
foundation like piles raft, grillage, strip 
foundations and footings of R. C.C. 
columns and steel stanchions, pile 
cap including de watering form work, 
compaction finishing and curing etc.                                                   

19.42 6200/- Cum 1,20,404.00

  
   5 Providing and casting in situ C.C. 

1:2:4 of trap metal for R.C.C. work in 
foundation like R.C.C. columns, 
including form work, compaction 
finishing and curing etc.                                                              

13.69 6200/- Cum 1,09,520.00

 
  6 Filling in plinth and floors with hard 

murum in 15 to 20 cm. layer including 
watering, compaction etc. complete.

95.42 360/- Cum 34,351.20
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No ITEM QUANTITY RATE UNIT AMOUNT

7 Providing and laying in situ CC 1:4:8 
of mortar for foundation and bedding 
including de watering form work 
compacting and curing etc. complete.

19.41 4250/- Cum 82,492.50

8 Providing and casting in situ C.C. 
1:2:4 of trap metal for R.C.C. lintels 
and beams as per detailed designs 
and drawings or as directed including 
denaturing centering form work 
compaction curing 

32.88 8100/- Cum 2,66,328.00

9 Providing and casting in situ c.c. 
1:2:4 of trap metal for R.C.C slab and 
landings 10 cm thick as per detailed 
designs and drawings including 
centering, form work compaction.
 

25.11 8200/- Cum 2,05,902.00

10 Providing & fixing in position for steel 
bar reinforcement of various 
diameters for R.C.C items as per 
detailed designs & schedules 
including cutting, bending, hooking 
the bars, binding with wires tack 
welding & supporting as required etc.

7.28 55000/- M.T 4,00,400.00

11 Providing II class 0.23 thick. B.B. 
masonry with conventional l. S. type 
brick in C.M. 1:5 in Super structure 
including sticking joints racking out 
joints watering scaffolding etc, 
complete.

56.07 7000/- Sqm 3,92,490.00

12 Providing II class 0.10 thk. B.B. 
masonry with conventional I.S. type 
brick in C.M. 1:4 in half brick thick 
wall in superstructure of 2 bars of 6 
mm dia placed at every third course 
properly bent & bounded @ joints & 
watering scaffolding complete. etc.

139.75 750/- Sqm 1,04,812.50
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No ITEM QUANTITY RATE UNIT AMOUNT

13 Supplying and fixing in position 
aluminum extruded section three track 
sliding windows upto 1.2 meter height, 
outer frame made from section of overall 
size 92 mm x 45 mm, bottom section 
with or without drains track section 
weighing 0.901 kg. per running metre & 
top & side section weighing 0.838 kg. 
per running metre with shutters of 
sections made of 19mm. x 40mm. size 
having average weight of 0.6 kg per 
running meter (or as per required size 
with change in proportionate weight) with 
5.5 mm selected quality plain sheet 
glass fixed with nylon encased stainless 
rollers, necessary locks and handles etc. 
complete

18.82 3250/- Sqm 61,165.00

14 Providing and fixing mild steel grill work 
weighing -kg/sqm for windows, 
ventilators etc. as per drawing including 
fixtures, necessary welding and painting 
with one coats of anti corrosive paint and 
two coats of oil painting complete

18.82 1100/- Sqm 20,702.00

 15 Providing & fixing solid core flush door 
commercial in single leaf 35mm. thick 
without ventilator commercial type of 
exterior grade as per detailed drawing 
including non teak seasoned wood door 
frame 60mm.x 100 mm. with wrought 
iron hold fast, alluminium fixtures & 
fastenings handles on both sides & 
finishing with oil painting 3 coats 
complete.

39.90 3500/- Sqm 1,39,650.00

16 Providing internal cement plaster 12 mm 
thick in single coat in C.M. 1:4, 12 mm 
thick with neeru finish to concrete or 
brick surface in all positions including 
scaffolding and curing etc. complete.

669.29 320/- Sqm 2,14,172.80
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N
o ITEM QUANTITY RATE UNIT AMOUNT

17 Providing sand face plaster in C.M 1:4 25 
mm thick using Kharsila / kasaba or 
similar type of sand, in all positions 
including base cost scaffolding keeping 
the surface or base cast rough to receive 
the sand faced treatment finishing the 
surface by taking out grains curing etc. 
complete.

455.15 450/- Sq
m

2,04,817.50

18 Providing and laying Vitrified 1 St Class 
Tiles 600 mm x 600 mm of approved 
quality for flooring in required position laid 
on a bed of 1:4 cement mortar including 
cement float, filling joint with white/colour 
cement slurry, cleaning curing complete. 

44.36 1250
/-

Sq
m

55,450.00

19 Providing and laying Anti Skid 1 St Class 
Tiles 300 mm x 300 mm of approved 
quality for flooring in required position laid 
on a bed of 1:4 cement mortar including 
cement float, filling joint with white/colour 
cement slurry, cleaning curing complete. 

28.14 1150
/-

Sq
m

32,361.00

20 Providing and fixing white /colour glazed 
tiles of approved quality including filling 
the joints with white / colour cement as 
required etc. complete.

189.25 750/- Sqm 1,41,937.50

21 Providing and laying in required positions 
Vitrified tiles skirting 5” high including 
cement float, filling joints with cement 
slurry curing polishing & cleaning 
complete.

.64.80 1250
/-

RM 16,200.00

23 Providing sill of Granite 20 mm thick of 
approved quality on bed of cement mortar 
1:4 including neat cement float filling 
joints with neat cement slurry to match 
the colour of the slabs curing, polishing 
and rounding edges, cleaning etc. 
complete. 

19.08 3600
/-

Sq
m

68,688.00
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No ITEM QUANTITY RATE UNIT AMOUNT

 22 Providing cement based water proofing 
treatment to terrace with brick bats laid 
in required slope to drain the water for 
any span after cleaning the base 
surface, applying a coat of cement 
slurry and mixed with approved water 
proofing compound and laying the brick 
bats on bottom layer of c.m. (1:5) and 
mixed With approved water proofing 
compound, upto half depth brick bats, 
curing this layer for 3 days, applying 
cement slurry over this layer, jointing of 
brick bats with c.m.1: 3 and mixed with 
approved water proofing compound  
and finally top finishing with average 20 
mm thick layer of same mortar including 
finishing the surface smooth with 
cement slurry mixed with approved  
water proofing compound, marking the 
finished surface with false squares  of 
300 mm x 300 mm, making the 
junctions at the parapets rounded and 
tapered towards top for required height 
with drip mould at the junction of plaster 
and curing etc.

 172.52 750/- Sq
m

1,29,390.00

24 Providing and applying washable oil-
Bound distemper of approved colour 
and Shade to old & new surfaces in 
Tow coat including scaffolding, 
preparing the surfaces complete.

1136.59 55/- Sq
m

62,512.45

25 Providing and applying 1 coats of water 
proof cement paint of approved 
manufacture and 2 coats Apex of 
approved colour to the plastered 
surface including scaffolding if 
necessary cleaning and preparing the 
surface, watering for two days 
complete.

715.57 95/- Sqm 67,979.15
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No ITEM QUANTITY RATE UNIT AMOUNT

26 Providing and applying 3 coats of 
lead/zinc base oil paint/bituminous paint 
of approved colour and shade to new 
wood work and fiber boards including 
preparing the surface, knotting, 
scaffolding if necessary excluding 
primer coat complete.

215.30 70/- Sq
m

15,071.00

Total Rs.
                                                                                  5 %   Electrification

                                                                                5  %  Plumbing
                                                                             5  %  Contingencies 

30,17,253.75
+   1,50,862.69
+   1,50,862.69
+   1,50,862.69

Total Rs 34,69,841.81

Say Rs. 34,70,000.00

                                          In word Rs Thirty Four Lakh Seventy Thousand only 


